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F IND A FULL RANGE OF WATER BOWSERS

tanks direct

PRODUCT CODE: 1 125WATERSITE
1 125 L ITRE WATER SITE BOWSER

 

CHASSIS: Constructed from 100 x 50 RSC fully welded, with front standing plate 

and an ‘A’ frame drawbar, 80x80x6 RSA frame, hot dipped galvanised.

AXLE / SUSPENSION: single 45mm solid square beam axle fitted with heavy 

duty taper rolled bearing hub.

WHEELS AND TYRES: 2 No. 175 x 13 x 8ply tyres on 4 stud 5.1/2” pcd rims. 

COUPLING: 2” solid forged ring eye.

TANK: Elliptical in section, baffled and moulded from polytheylene, fitted with a 22” 

lockable outer hinged manlid cover, inner sealed vented manlid. Tank secured to 

chassis with 2 stainless steel straps. Rear tap, various outlets, 2” drain.

ANCILLARY EQUIPMENT: Front support stand

FINISH: Yellow, Green, Red or Blue polytank. Galvanised Chassis 

OPTIONAL EXTRA: Male hydrant connection (blue tank only) 

DIMENSIONS:  (Approximate)

Length:     2.54m (104”)                Unladen Weight:    200kg
Width:      1.447m (57”)                 Laden Max:            1400kg
Height:     1.37m (521/2”)             Towing Height:        (Level) 460mm
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